Tender No: RFT/10/10/2021/22

THE REFURBISHMENT OF LETLHABILE WASTEWATER TREATMENT WORKS

Cable and Wiring Schedule

[No| Description | From | To |Route Length| Function |
150mm? x 4C PVC SWA PVC Cable New 200kVA _New
1. Plus 70mm? Bare Copoer Earth Miniature Distribution 40 Supply
PP Substation Kiosk
New Distribution | Local DB at
2
2. |10mm? x 3C PVC SWA PVC Cable Kiosk Admin block 30 Supply
3 4mm? x 4C PVC SWA PVC Cable Plus | New Distribution | High Mast 50 Suopl
" |6mm?2 Bare Copper Earth Kiosk Light HM1 PPl
10mm?2 x 4C PVC SWA PVC Cable Plus
10mm? Bare Copper Earth Plus 1mm? x L
4. |10pr PVC SWA PVC Cable with New ?('izts”lf’“t'o” Mcgvlj(ts'”'et 180 S“psﬁ"{];'us
Individual and Overall Screened Twisted 9
Pairs
4mm? x 4C PVC SWA PVC Cable Plus
MCC 5 at
6mm? Bare Copper Earth Plus Tmm?*x | o0 4 5t njet | Submersible Supply Plus
5 |4pr PVC SWA PVC Cable with . 120 PPy
o . Works Pump in Signal
Individual and Overall screened Twisted
. Manhole
Pairs
1mm? x 4pr PVC SWA PVC Cable with
6 |Twisted Screened Pairs and Overall MCC 1 at Inlet Flowmeter 15 Supply Plus
Works Signal
Screened
4mm? x 4C PVC SWA PVC Cable Plus
4mm? Bare Copper Earth Plus 1mm? x MCC 1 at Inlet Supply Plus
7 |4pr PVC SWA PVC Cable with Individual Works New Screen 20 Signal
and Overall Screened Twisted Pairs
4mm? x 4C PVC SWA PVC Cable Plus New
8 4mm? Bare Copper Earth Plus 1mm? x MCC 1 at Inlet Screeninas 20 Supply Plus
4pr PVC SWA PVC Cable with Individual Works Com act%r Signal
and Overall Screened Twisted Pairs P
95mm? x 4C PVC SWA PVC Cable Plus
MCC 2 at
70mm? Bare Copper Earth Plus Tmm? x New Distribution | Oxidation and Supply Plus
9 |15pr PVC SWA PVC Cable with ) e 130 PPy
L . Kiosk Biofilter Pump Signal
Individual and Overall Screened Twisted .
. Station
Pairs
25mm? x 4C PVC SWA PVC Cable Plus MCC 3 at
10 25mm? Bare Copper Earth Plus 1mm? x | New Distribution Chlorine 350 Supply Plus
8pr PVC SWA PVC Cable with Individual Kiosk Dosing Signal
and Overall Screened Twisted Pairs Building
2 x 1mm? x 4pr PVC SWA PVC Cable MCC 2at | Level Sensor
. . Oxidation and at Oxidation Supply Plus
11 |with Individual and Overall Screened S _ 20 .
. . Biofilter Pump and Biofilter Signal
Twisted Pairs . .
Station Pump Station




No Description From To Route Length| Function
MCC 2 at
12 4mm?2 x 4C PVC SWA PVC Cable Plus Oxidation and High Mast 50 Suopl
6mm? Bare Copper Earth Biofilter Pump Light HM2 PPl
Station
Level Sensor
13 [2.5mm?2 x 3C PVC SWA PVC Cable M.CC 4at at Chlorine 25 Signal
Chlorine Channel
Channel
2
4mm? x 4C PVC SWA PVC Cable Plus MCC 3 at MCC 4 at
6mm? Bare Copper Earth Plus 1mm?2 x . . : Supply Plus
14 . . Chlorine Dosing Chlorine 40 A
4pr PVC SWA PVC Cable with Individual Building Channel Signals
and Overall Screened Twisted Pairs
6mm? x 4C PVC SWA PVC Cable Plus 7.5kW Pump
15 |6mm? Bare Copper Earth Plus 2.5mm? Chlol\:ligeoéhztnnel Motor and 20 Sulp_)izgltePrlus
PVC SWA PVC Cable Heater
16 |2.5mm? x 3C PVC SWA PVC Cables MCC 4 Level Sensor 20 Signals
in Channel
2.2kW
. Submersible
17 Submersible Pump Supply Cable Plus MCC 5 Pump Motor 15 Supply Plus
2.5m2 x 4C PVC SWA PVC Cable andpLeveI Signal

Sensor




